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PUSHBUTTON panels digital panels

LITHOS THANGRAM XOLID TARGHA TARGHA VR TARGHA BRASS Digitha TARGHA TARGHA VR

Monolithic audio 
and colour video 
entry panel 
created for the X1  
two-wires  system. 
Available with  
brushed stainless 
steel finishing; 
wall-mounted 
or recessed 
installation.

Modular entry panel 
(audio only or colour 
video); standard wall-
mount or recessed 
installation with 
optional embedding 
boxes and horizontal 
and/or vertical panel 
alignment. Finishes: 
central section in 
Greyhound Grey or 
Metal and décor panels 
in a choice of colours.

Modular entry panel 
in stainless steel, 
vandal-resistant, 
audio only or colour 
or B&W video. 
Standard wall-
mount or recessed 
installation with 
optional embedding 
boxes and horizontal 
and/or vertical panel 
alignment, versions 
with 2 or 3 modules.

Modular entry 
panel, audio only 
or colour or B&W 
video. Standard wall-
mount or recessed 
installation with 
optional embedding 
boxes and horizontal 
and/or vertical panel 
alignment. Finishes: 
Greyhound Grey with 
décor panel in semi-
matt Aluminium Grey 
or Anthracite Grey 
with décor panel in 
polished Aluminium 
Grey.

Monolithic vandal-
resistant entry panel, 
audio only or colour or 
B&W video. Standard 
wall-mount or recessed 
installation with optional 
embedding boxes and 
horizontal and/or vertical 
panel alignment. Finishes: 
central section in 
polished steel with décor 
panel in Anthracite Grey 
metal alloy.

Monolithic vandal-
resistant entry panel, 
colour or B&W. Standard 
wall-mount or recessed 
installation with optional 
embedding boxes and 
horizontal and/or vertical 
panel alignment. Special 
PVD surface treatment 
for long-lasting shine.

Monolithic vandal-
resistant audio or 
colour video entry 
panel in stainless steel, 
digital calls complete 
with alphanumeric 
keypad and address 
book with 128x128 pixel 
6-line LCD display; 
recessed or wall-
mount installation 
using optional 
accessories.

Modular entry panel, 
audio only or colour 
or B&W video, digital 
calls complete with 
alphanumeric keypad and 
address book with 122x32 
pixel 2-line graphic display; 
standard wall-mount 
or recessed installation 
using optional embedding 
box. Finishes: Greyhound 
with décor panel in matt 
aluminium or Anthracite 
Grey with décor panel in 
polished Aluminium Grey.

Monolithic vandal-
resistant entry panel, 
audio only or colour 
or B&W video, digital 
calls complete with 
alphanumeric keypad 
and address book 
with 122x32 pixel 2-line 
graphic display; 
standard wall-mount 
or recessed installation 
using optional 
embedding box. Central 
section in polished steel 
with décor panel in 
Anthracite Grey metal 
alloy.
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Single pushbuttons, 
double pushbuttons, 
double-height 
pushbutton.

Single or double push
buttons, double-height 
pushbuttons, or access 
control modules with 
keypad and RFID reader.

Single and double 
pushbutton modules, 
audio and video 
modules with colour 
or B&W camera.

Single- or double-
pushbutton modules.

Audio or video entry 
panels with 0, 1 or 
2 pushbuttons and 
entry panels with 6 
pushbuttons.

Audio or video entry 
panels with 0, 1 or 
2 pushbuttons and 
entry panels with 6 
pushbuttons.

Acoustic or visual 
status signalling.

Acoustic or visual 
status signalling.
Voice messages assist 
use of entry panel.
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Alphanumerical keypad
2000 calls
2000 door/gate 
aperture codes

2000 calls
2000 door/gate aperture 
codes

2000 calls
2000 door/gate 
aperture codes

Graphic display Status and functions 
activated signalling - -

Volume adjustment ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓

Backlighting of keys blue LEDs  blue LEDs  blue LEDs  green LEDs  yellow LEDs  - (*) green LEDs  green LEDs  

Connection to door lock 
release ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓

Access control function ✓ - - - - ✓ ✓ ✓

(*) keypad illumination accessory available on reques

CHOOSING THE ENTRY PANELS
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